. GEARBOXES

P15 :mz: Precision Worm Gear Reducers
Shaft Input 0.94 — 3.75 Nm 6.66:1 - 80:1

P15

4| 32
(4) ©3.30 Thru.

5 ; , @6 H7
3 -t 'S Keyway
2JS9
15 Fa j__
il @ Fao
@5 h7 10 =
4 l v
}
| 20 40 20
P15-6 P15-6A P15-6AR 6.66:1 86% 1.79x 107 3
P15-8 P15-8A P15-8AR 8:1 85% 1.73x 107 ®
P15-10 P15-10A P15-10AR 10:1 84% 1.68 x 107 3
P15-13 P15-13A P15-13AR 13.33:1 78% 1.65x 107 %
P15-20 P15-20A P15-20AR 20:1 71% 1.62x 107 3
P15-40 P15-40A P15-40AR 40:1 60% 1.61x 107 ®
P15-80 P15-80A P15-80AR 80:1 32% 1.60 x 107 %
P20-X Single Output Shafts
P20-DX Double Output Shafts
KK2-20 Output Key
Weight: 0.15 kg. Greased for Life: Shell Gadus 55 V42P 2.5.
Fu» at 1000 Rpm: 4 kg, o at 1000 Rpm: 8 kg, Fa at 1000 Rpm: 3 kg Output Torque Nm
Input Shaft Modifications: Rpm Reduction Ratio
Smaller Diameter, Mill Keywayy/Flat, Shorten Shaft Length. Input|6.66:1 8:1 | 10:1 1333:1) 20:1 | 40:1 | 80:1
Orchp Groo\/e’ Pin Hole. 3000 1.05| 1.13 [ 1.20 | 1.28 | 1.43 | 1.58 | 0.94
2000| 1.28 | 1.28'[ 1.35| 1.35 [ 1.58 | 1.80 | 1.07
Testing in your application is necessary. 1000} 1.58 | 1.73 | 1.73 | 1.88 | 2.03 | 2.18 | 1.28
You will need to assess duty cycles and confirm suitability with your own calculations. fgg %gg %-gg %-;g %-;g ;-‘g‘g g-gg 1-‘7‘8
Allfigures listed are to be used for guidance only. Tool 533 5o S as 353 338 o1
50| 3.30 [ 3.38 | 3.38 [ 3.45 | 3.53 | 3.60 | 2.04
10| 3.60 | 3.60 | 3.68 | 3.68 | 3.75 | 3.75 | 2.04
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GEARBOXES N

Precision Worm Gear Reducers “?"’:',’;;"bﬂ:
Shaft Input 8.3 — 33.2 Ibf.in 6.66:1 - 80:1

PA15

16| 1.26
(4) @.13 Thru.

@.25 H7
Keyway
x4

‘ 79 ! 1.58 ! 79 |

PA15-6 PA15-6A PA15-6AR 6.66:1 86% 6.12x10* ®
PA15-8 PA15-8A PA15-8AR 8:1 85% 5.91x10* ®
PA15-10 PA15-10A PA15-10AR 10:1 84% 5.74x10* ®
PA15-13 PA15-13A PA15-13AR 13.33:1 78% 5.64x10* ®
PA15-20 PA15-20A PA15-20AR 20:1 71% 5.54x10* %
PA15-40 PA15-40A PA15-40AR 40:1 60% 5.50x 10* ®
PA15-80 PA15-80A PA15-80AR 80:1 32% 547 x10* ®
Weight: 0.33 Ib. Greased for Life: Shell Gadus S5 V42P 2.5. .
Fuv at 1000 Rpm: 881 |5, Fs at 1000 Rpm: 17.64 b, Fa at 1000 Rpm: 661 Ib Output Torque Ibf.in
Input Shaft Modifications: Rpm Reduction Ratio
Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input|6.66:1 8:1 | 10:1 13.33:1) 20:1 | 40:1 | 80:1
C“'d‘p Groove/ Pin Hole. 3000 93] 10.0] 106 11.3| 12.7 | 14.0 8.3
2000| 1.3 11.3[ 11.9[ 11.9[ 14.0 | 159 9.5
Testing in your application is necessary. 1000| 14.0 | 153 | 15.3| 16.6 | 18.0 [ 193 | 11.3
You will need to assess duty cycles and confirm suitability with your own calculations. ggg ;g-g ;g-g ;g-g ;491'2 %;S %3; }g-g
Allfigures listed are to be used for guidance only. Tool5s0 o501 3731579 oae 390 20
50| 29.229.9]29.9(30.5 [ 31.2 | 31.9 [ 18.1
10| 319 319 326 32.6| 33.2 | 33.2 | 18.1
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. GEARBOXES

P20 :mz: Precision Worm Gear Reducers
Shaft Input 1.25 -5 Nm 5:7-120:1

| |
jj 4 32 (4) @4.20 Thru. P20

@6 H7
Keyway
2JS9

# P20A version (low backlash)
output is on eccentric so
centres will vary

P20-10 P20-10A P20-10AR 86% 2.03x 107 ®
P20-12 P20-12A P20-12AR 12 1 85% 1.93 x 107 x
P20-15 P20-15A P20-15AR 15:1 84% 1.85x 107 3
P20-20 P20-20A P20-20AR 20:1 78% 1.78 x 107 ®
P20-30 P20-30A P20-30AR 30:1 71% 1.74x 107 3
P20-60 P20-60A P20-60AR 60:1 60% 1.71x107 v
P20-120 P20-120A P20-120AR 120:1 32% 1.50x 107 v
P20-SP P20-SPA P20-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio
P20-X Single Output Shafts

P20-DX Double Output Shafts

KK2-20 Output Key

Weight: 0.18 kg. Greased for Life: Shell Gadus S5 V42P 2.5.

Fyb at 1000 Rpm: 6 kg, Fa at 1000 Rpm: 12 kg Fa at 1000 Rpm: 5 k. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1 | 15:1 | 20:1 | 30:1 | 60:1 [120:1
Circlip Groove, Pin Hole. 3000/ 1.40 | 1.50| 1.60 | 1.70 | 1.90 | 2.10 | 1.25
2000| 1.70 [ 1.70 | 1.80 | 1.80 | 2.10 | 2.40 | 1.42
Testing in your application is necessary. 1000| 2.10 | 2.30 | 2.30 | 2.50 | 2.70 | 2.90 | 1.70
You will need to assess duty cycles and confirm suitability with your own calculations. E gg g-ig %-gg %-gg %-?g g-ég 431'?8 ;-g;‘
1 1 i £ . . . . . . .
Allfigures listed are to be used for guidance only. 00l 300 T390 230 220 T230 450 | 555

50| 4.40 | 4.50 | 4.50 | 4.60 | 4.70 | 4.80 | 2.72
10] 4.80 | 4.80 | 4.90 | 4.90 | 5.00 | 5.00 | 2.72
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GEARBOXES N

Precision Worm Gear Reducers 252372112
Shaft Input 11.1 — 44.3 Ibfin 5:1 - 120:1

! |
Jj 126 (4) .17 Thru. PA20

@.25 H7
Keyway

.79
e o v
35 .
‘ ‘ # PA20A version (low backlash)
79 i 1.58 i .79 Lﬁ .87 J output is on eccentric so centres
will vary
PA20-10 PA20-10A PA20-10AR 86% 6.94 x 10* x
PA20-12 PA20-12A PA20-12AR 12 1 85% 6.60 x 10* %
PA20-15 PA20-15A PA20-15AR 15:1 84% 6.32x 10" 3
PA20-20 PA20-20A PA20-20AR 20:1 78% 6.08 x 10* ®
PA20-30 PA20-30A PA20-30AR 30:1 71% 5.95x10* ®
PA20-60 PA20-60A PA20-60AR 60:1 60% 5.84x10* v
PA20-120 PA20-120A PA20-120AR 120:1 32% 5.13x10* v
PA20-SP PA20-SPA PA20-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio
Weight: 0.40 b. Greased for Life: Shell Gadus S5 V42P 2.5. Ibf.i
Feo at 1000 Rpm: 1323 |0, Fxa at 1000 Rpm: 26:46 b, Fo at 1000 Rpm: 11,02 b, Output Torque Ibf.in
Input Shaft Modifications: Rpm Reduction Ratio
Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1 | 15:1 | 20:1 | 30:1 | 60:1 [120:1
C“'d‘p Groove/ Pin Hole. 3000f 12.4| 13.3| 142 | 15.0| 16.8 | 18.6 | 11.1
2000| 15.0 | 15.0 | 15.9[ 159 [ 18.6 | 21.2 | 126

Testing in your application is necessary. 1000| 18.6 | 20.4 | 20.4 | 22.1 | 23.9 | 25.7 | 15.0
You will need to assess duty cycles and confirm suitability with your own calculations. ggg gg-? %'?'8 %‘1‘-8 %g; %i-g 3;-(3) %?
Allfigures listed are to be used for guidance only. 100l 345345 363375 3 308 506

50| 38.9 [ 39.8 | 39.8| 40.7 | 41.6 | 42.5 | 24.1

10| 42.5| 42.5| 43.4] 43.4 | 44.3 [ 44.3 [ 24.1
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. GEARBOXES

P30 :mz: Precision Worm Gear Reducers
Shaft Input 2.5 - 88 Nm 5:1 - 120:1

|
i > 30 (4) ©5.20 Thru.

3 @8 H7
Keyway
259
Fxa
~12
FaL'

# P30A version (low backlash)
output is on eccentric so
centres will vary

25 ! 60 ! 25 \

P30-10 P30-10A P30-10AR 90% 8.43x 107 x

P30-12 P30-12A P30-12AR 12 1 88% 7.55x 107 x

P30-15 P30-15A P30-15AR 15:1 86% 6.92x 107 3

P30-20 P30-20A P30-20AR 20:1 84% 6.43x 107 ®

P30-30 P30-30A P30-30AR 30:1 78% 6.08 x 107 x

P30-60 P30-60A P30-60AR 60:1 70% 5.87 x 107 (%4

P30-120 P30-120A P30-120AR 120:1 40% 5.72x 107 v

P30-SP P30-SPA P30-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

P30-X Single Output Shafts

P30-DX Double Output Shafts

KK2-20 Output Key

Weight: 0.48 kg. Greased for Life: Shell Gadus S5 V42P 2.5.

Fuv at 1000 Rpm: 8 kg, Fa at 1000 Rprm: 20 kg F. at 1000 Rpm: 12 k. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1] 15:1 | 20:1 | 30:1 | 60:1 120:1

Qrchp Groo\/e’ Pin Hole. 3000 2.5 2.5 2.6 2.7 3.0 3.5 34

2000 2.8 | 29 [ 3.0 | 32 | 36 | 41 | 37

Testing in your application is necessary. 1000| 3.5 | 3.7 | 40 | 42 | 45 | 5.0 | 46

You will need to assess duty cycles and confirm suitability with your own calculations. E gg ‘S‘-g ;‘-é ‘5‘-? g; gg g-g g-;‘

Allfigures listed are to be used for guidance only. tool 202025 es 175 75 67
50| 75| 78| 8083838667
10/ 80 | 80 | 83 | 85 | 85 | 88 | 6.7
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GEARBOXES

Precision Worm Gear Reducers

Shaft Input 22.1

— 779 Ibfin 5:1-120:1

1.97

@.3125 H7
Keyway

PA30-10 PA30-10A PA30-10AR

PA30-12 PA30-12A PA30-12AR 1 2 1
PA30-15 PA30-15A PA30-15AR 15:1
PA30-20 PA30-20A PA30-20AR 20:1
PA30-30 PA30-30A PA30-30AR 30:1
PA30-60 PA30-60A PA30-60AR 60:1
PA30-120 PA30-120A PA30-120AR 120:1
PA30-SP PA30-SPA PA30-SPAR 5:1-120:1

Weight: 1.06 [b. Greased for Life: Shell Gadus S5 V42P 2.5.
Fx» at 1000 Rpm: 17.64 |b. Fxa at 1000 Rpm: 44.09 Ib. Fa at 1000 Rpm: 26.46 Ib.

Input Shaft Modifications:
Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length.
Circlip Groove, Pin Hole.

Testing in your application is necessary.
You will need to assess duty cycles and confirm suitability with your own calculations.
Allfigures listed are to be used for guidance only.

sales@ondrives.us
& www.ondrives.us
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(4) @.20 Thru.

90%

88%
86%
84%
78%
70%
40%

e-ca
Drawings
Available

2.88x10°
2.58x10°
236x10°
2.20x 107
2.08x 10
201x10°
1.95x10°

# PA30A version (low backlash)
output is on eccentric so

centres will vary

SRR & % 3 & ¢

Special Ratios : Replace SP with required ratio

Output Torque Ibf.in

Rpm
Input

Reduction Ratio

10:1 | 12:1

15:1

20:1

30:1

60:1

120:1

3000

22.1 | 22.1

23.0

23.9

26.6

31.0

30.1

2000

24.8 | 25.7

26.6

28.3

319

36.3

32.7

1000

31.0 | 32.7

354

37.2

39.8

443

40.7

500

40.7 | 41.6

434

45.1

46.9

51.3

47.8

200

47.8 | 49.6

504

52.2

54.9

584

56.6

100

53.1| 53.1

57.5

57.5

62.0

66.4

59.3

50

66.4 | 69.0

70.8

73.5

73.5

76.1

59.3

10

70.8 | 70.8

735

752

75.2

77.9

59.3

ond rives US Corp.




GEARBOXES

K40H

Worm & Wheel Reduction Gearbox
Molded Housings, Hollow Bore Output, 3:5:1 - 60:1

K40H-3.5
K40H-10
K40H-15
K40H-20
K40H-30
K40H-40
K40H-48
K40H-60

NO.10-24 SCREWS

2.66
2.63 44 2.16
2.13 —438-—1.41—
-1.06 N0.29(.136) —|.70
.‘ HOLE-THRU I‘—
|

Materials

Housing: Compression-molded glass filled polyster

- —r1.375 DIA,

1
%
3.25 :E-—-Lu—————
19— /3

- £ S

[¢e® [ #6¢1|]s ¢
! | N
s | N4 poes ror
2.75

Worm: Ground steel worm
Wheel: Bronze, precision hobbed

Modifications and custom designed gearboxes available. Customizing
such as Stainless Steel shafting, longer shafts for input/output, and
internal keyways on K40H output bores. Testing in your application is
necessary. You will need to assess duty cycles and confirm suitability with

1800 514.3
1800 180
1800 120
1800 90
1800 60
1800 45
1800 375
1800 30

Specifications
Size: 3-3/8Hx 3-7/8'Wx3'D
Weight: less than 20 ounces

.38

izlzi.I25—~i |

Input: Dual shaft 0.312" diameter with flats, steel, 0.63"long

cross hole for securing shaft

your own calculations. All figures listed are to be used for guidance only.

ondrives.us

@ 1-888-260-7466
516-771-6444

Output; 0.625" diameter ground and polished steel with

Bearings: Input/Output shafts supported by sintered bronze bushings
Mounting: 8 different positions of the mounting flanges

sales@ondrivesus.com
<2 www.ondrivesus.com
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oS GEARBOXES

P40 :mz: Precision Worm Gear Reducers
Shaft Input 5 — 18 Nm 5:7 - 120:1

]
P40
j 6| 63 | —(4) @580 Thru, P40
@10 H7
Keyway
37159 375 375
Fa = —r
Fo 375 37.54
15+ I |
sl : = BB
S
# P40A version (low backlash)
40 output is on eccentric so

centres will vary

P40-10 P40-10A P40-10AR 89% 294 x 10° ®

P40-12 P40-12A P40-12AR 12 1 87% 2.69x10° ®

P40-15 P40-15A P40-15AR 15:1 85% 249 x10° 3

P40-20 P40-20A P40-20AR 20:1 83% 2.33x10° ®

P40-30 P40-30A P40-30AR 30:1 76% 2.22 x 10° x

P40-60 P40-60A P40-60AR 60:1 65% 2.15x10° (%4

P40-120 P40-120A P40-120AR 120:1 41% 2.10x 10° v

P40-SP P40-SPA P40-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

P40-X Single Output Shafts

P40-DX Double Output Shafts

KK3-20 Output Key

Weight: 0.92 kg. Greased for Life: Shell Gadus S5 V42P 2.5.

Fuy at 1000 Rpm: 10 kg. Fxa at 1000 Rpm: 30 kg, Fa at 1000 Rpm: 20 kg. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1] 15:1 | 20:1 | 30:1 | 60:1 120:1

Qrchp Groo\/el Pin Hole. 3000 5.0 5.2 5.4 5.6 6.4 7.2 6.5

2000 55| 58| 62| 66| 73| 80| 7.2

Testing in your application is necessary. 1000| 7.1 | 75| 80| 82| 9.0 100 | 87

You will need to assess duty cycles and confirm suitability with your own calculations. E gg 1’13-2 1?-; 13-2 }g-g }gg 1‘1‘-‘2‘ 1?;

Allfigures listed are to be used for guidance only. ‘o034 36 a1 iie 1153 Mo 1123
50| 15.1 [15.5 [16.2 [16.4 [173 [17.6 [12.3
10| 17.6 [ 17.6 | 17.6 | 17.7 | 17.8 [18.0 | 123

ndr. B516-771-6777 2 sales@ondrives.us
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GEARBOXES N

Precision Worm Gear Reducers 2::%:
Shaft Input 44.3 — 159.3 Ibf.in 5:1 - 120:1

?)
PA40
(4) .23 Thru. PA40
@.375 H7
Keyway
17 5 Y 1.48
1.97
Fa —
E Fub 1.48
@.3125 h7

=/ == .
I
# PA40A version (low backlash)
output is on eccentric so

centres will vary

1.58 ! 295 ! 1.58

PA40-10 PA40-10A PA40-10AR 89% 1.00x 102 3

PA40-12 PA40-12A PA40-12AR 12 1 87% 9.19x10° ®

PA40-15 PA40-15A PA40-15AR 15:1 85% 8.51x10° 3

PA40-20 PA40-20A PA40-20AR 20:1 83% 7.96 x 10 ®

PA40-30 PA40-30A PA40-30AR 30:1 76% 7.59x10° x

PA40-60 PA40-60A PA40-60AR 60:1 65% 7.35x10? v

PA40-120 PA40-120A PA40-120AR 120:1 41% 7.18x10° v

PA40-SP PA40-SPA PA40-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

Weight: 2.03 b. Greased for Life: Shell Gadus S5 V42P 2.5. Ibf.i

Fuv at 1000 Rpm: 22.05 |b. Fxa at 1000 Rprm: 66,14 |b. F» at 1000 Rpm: 4409 b, Output Torque Ibf.in

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1| 15:1] 20:1 | 30:1 | 60:1 |120:1

Cird"pGroove/ Pin Hole. 3000 44.3| 46.0| 47.8| 49.6| 56.6| 63.7| 57.5

2000| 48.7| 51.3| 54.9| 584 64.6] 70.8| 63.7

Testing in your application is necessary. 1000f 62.8| 66.4| 70.8| 72.6| 79.7| 88.5| 77.0

You will need to assess duty cycles and confirm suitability with your own calculations. ggg 1(7)2-3 13‘53-3 13;-8 1?3-2 1?5-2 1‘23(5)-? 13(3)-2

Allfigures listed are to be used for guidance only. 100l 650 a o410 3 134 145089
50|133.6(137.2[143.4/145.2|153.1[155.8 [108.9
10 155.8/155.8|155.8/156.7|157.5/159.3 |108.9

Esales@ondrives.us B516-771-6777 d e
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. GEARBOXES

P45 2;:‘:;;'3: Precision Worm Gear Reducers
Shaft Input 10.3 — 40 Nm 5:1 - 120:1

9
I
8 79 (4) 28.50 Thru. P45
@12 H7
Keyway
Fxa
20
Fat
Fxb 455

# P45A version (low backlash) output
45 38 is on eccentric so centres will vary

P45-10 P45-10A P45-10AR 90% 6.15x 10° ®

P45-12 P45-12A P45-12AR 12 1 89% 5.32x10° ®

P45-15 P45-15A P45-15AR 15:1 86% 4.64 x10° %

P45-20 P45-20A P45-20AR 20:1 85% 411 x10° ®

P45-30 P45-30A P45-30AR 30:1 78% 3.73x10° 3

P45-60 P45-60A P45-60AR 60:1 67% 3.51x10° v

P45-120 P45-120A P45-120AR 120:1 47% 2.88x 10° v

P45-SP P45-SPA P45-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

P45-X Single Output Shafts

P45-DX Double Output Shafts

KK4-25 Output Key

Weight: 1.70 kg. Greased for Life: Shell Gadus S5 V42P 2.5.

Fuy at 1000 Rpm: 12 kg, Fxa at 1000 Rpm: 45 ko, Fa at 1000 Rpm: 30 kg. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input} 10:1 | 12:1 | 15:1 | 20:1 | 30:1 | 60:1 120:1

Ciclp Groove,Pin ok 2000177 (12 (1271 152 147 171127

Testing in your application is necessary. 1005 14.7 11521 16.2 | 17.1 | 18.1 | 20.6 | 14.3

You will need to assess duty cycles and confirm suitability with your own calculations. 500 19.1 | 19.6 | 20.6 | 21.6 | 22.5 | 24.5 | 17.5

Al figures listed are to be used for quidance only. 200 234 | 205 204 200 789 300106
50 32.3 | 32.8 | 33.8 | 34.3 | 345 | 35.2 | 23.0
10] 39.9 | 39.9 [ 39.9 | 40.0 [ 40.0 | 40.0 | 23.0
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GEARBOXES

K50H Worm & Wheel Reduction Gearbox K50H
Molded Housings, Hollow Bore Output, 5:1 - 100:1

4.38 2.25 DA,
/ [ .94 4.13

25 DIA. SCREWS
/_ 2.50 81—

/ GREASE PLUG

= o ) = 1
77777777777777777777777 T 4.75 5 50

3.75

1.250
1247 O ——

T el
\_ .

4_ HOLES FOR
.25 DIA. SCREWS

5.38

K50HB-5 5:1 1800 360 140 15.8
K50HB-9 9:1 1800 200 175 19.7
K50HB-18 18:1 1800 100 190 21.4
K50HB-25 25:1 1800 72 190 214
K50HB-36 36:1 1800 50 190 214
K50HB-50 50:1 1800 36 190 214
K50HB-100 100:1 1800 18 195 22.1
Materials Specifications
Housing: Compression-molded glass filled polyster Size: 5-1/2"Hx 7-7/8"W x 5-9/16'D
Worm: Ground steel worm Weight: 9 pounds
Wheel: Bronze, precision hobbed Input: Dual shaft 0.500" diameter with flats, steel, 0.xx"long
Modifications and custom designed gearboxes available. Custorizing Output: 0.750" diameter steel bore, 1.25 OD cross hole for securing shaft
such as Stainless Steel shafting, longer shafts for input/output, and Bearings: Input/Output shafts supported by sintered bronze bushings
internal keyways on K40H output bores. Testing in your application is plus anti-friction thrust bearings

necessary. You will need to assess duty cycles and confirm suitability with Mounting: 8 different positions of the mounting flanges
your own calculations. All figures listed are to be used for guidance only.

& 1-888-260-7466 sales@ondrivesus.com

()
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. GEARBOXES

P55 :mz: Precision Worm Gear Reducers
Shaft Input 13.4 — 57 Nm 5:1 - 120:1

' )
P55
8f 94
' (4) ©8.50 Thru. P55
. :
@15 H7
Keyway
5JS9
80
Fa R
B oy S Fxb
@10 h7 20+
|
50 —l- 110 —L 50 | # P55A version (low backlash) output
is on eccentric so centres will vary
P55-10 P55-10A P55-10AR 89% 1.35x10° x
P55-12 P55-12A P55-12AR 12 1 88% 1.13x10° ®
P55-15 P55-15A P55-15AR 15:1 86% 9.81x10° 3
P55-20 P55-20A P55-20AR 20:1 84% 8.63x10° ®
P55-30 P55-30A P55-30AR 30:1 78% 7.79x 10° 3
P55-60 P55-60A P55-60AR 60:1 69% 7.23x10° v
P55-120 P55-120A P55-120AR 120:1 47% 7.04x10° v
P55-SP P55-SPA P55-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio
P55-X Single Output Shafts
P55-DX Double Output Shafts
KK5-30 Output Key
Weight: 2.40 kg. Greased for Life: Shell Gadus S5 V42P 2.5.
Fuy at 1000 Rpm: 14 kg. Fxa at 1000 Rpm: 60 kg, Fa at 1000 Rpm: 40 kg. Output Torque Nm
Input Shaft Modifications: Rpm Reduction Ratio
Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1] 15:1 | 20:1 | 30:1 | 60:1 [120:1
Qrchp Groo\/el Pin Hole. 3000| 134 [ 140|148 | 16.2 | 17.6 | 20.4 | 18.0
2000| 162 [ 16.9 | 183 19.1 [ 20.4 | 23.9 | 20.0
Testing in your application is necessary. 1000| 21.1 | 22.5| 23.2 | 24.6 | 25.3 | 288 | 25.0
You will need to assess duty cycles and confirm suitability with your own calculations. fgg ;7‘-1 %g} %g-g g% g;-g ig} gg-g
Allfigures listed are to be used for guidance only. Tool o0 a8 420 463 380
50| 45.6 | 463 | 47.7 | 484 | 49.8 | 50.5 | 38.0
10| 56.8 | 56.8 | 56.8 | 57.0 | 57.0 | 57.0 | 38.0
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. GEARBOXES

P60 :mz: Precision Worm Gear Reducers
Shaft Input 30 — 118 Nm 5:7 - 120:1

(4) ©8.80 Thru. P60

62
Fxa
|«20
Fa—st. +
64
; 24

‘
! 50 ! 125 ! 50 Li 54 4_1 # P60A version (low backlash) output

is on eccentric so centres will vary

10:1

P60-10 P60-10A P60-10AR 90% 293x10° x

P60-12 P60-12A P60-12AR 12:1 89% 246 x10° x

P60-15 P60-15A P60-15AR 15:1 85% 2.08x10° 3

P60-20 P60-20A P60-20AR 20:1 85% 1.78 x 10° ®

P60-30 P60-30A P60-30AR 30:1 78% 1.57 x 10° x

P60-60 P60-60A P60-60AR 60:1 68% 1.44 x10° v

P60-120 P60-120A P60-120AR 120:1 45% 9.54x 10° v

P60-SP P60-SPA P60-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

P60-X Single Output Shafts

P60-DX Double Output Shafts

KKé6-30 Output Key

Weight: 4.10 kg. Greased for Life: Shell Gadus S5 V42P 2.5.

Fuy at 1000 Rpm: 16 kg. Fxa at 1000 Rpm: 70 kg, Fa at 1000 Rpm: 50 kg. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1] 15:1 | 20:1 | 30:1 | 60:1 120:1

Circlip Groove, Pin Hole. 30004 30| 31| 33| 35| 38| 44| 27

2000 33| 36| 39| 41| 44| 50| 32

Testing in your application is necessary. 1000) 45| 47| 50| 54| 58| 64| 39

You will need to assess duty cycles and confirm suitability with your own calculations. E gg 57”; ‘733 g% gi gg ;i g

Allfigures listed are to be used for guidance only. Tool 88 8o T o1 o4 o7 705 | &3
50| 100 | 102 | 104 [ 105 | 107 | 110 | 66
10| 113 [ 114 [ 115 | 116 | 116 | 118 | 66
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. GEARBOXES

P70 2;:‘:;;'3: Precision Worm Gear Reducers
Shaft Input 38 — 164 Nm 5:1 - 120:1

(4) @8.80 Thru.

@25 H7

55 »L 145 .L 55 60 # P70A versior! (low backlash? output

is on eccentric so centres will vary

P70-10 P70-10A P70-10AR 90% 6.04 x 10° ®

P70-12 P70-12A P70-12AR 12 1 89% 5.03x10° x

P70-15 P70-15A P70-15AR 15:1 86% 4.21x10° 3

P70-20 P70-20A P70-20AR 20:1 85% 3.57x10° ®

P70-30 P70-30A P70-30AR 30:1 78% 3.11x10° x

P70-60 P70-60A P70-60AR 60:1 67% 2.84x10° v

P70-120 P70-120A P70-120AR 120:1 50% 248 x10° v

P70-SP P70-SPA P70-SPAR 5:1-120:1 Special Ratios : Replace SP with required ratio

P70-X Single Output Shafts

P70-DX Double Output Shafts

KK8-7-40 Output Key

Weight: 6.40 kg. Greased for Life: Shell Gadus 55 V42P 2.5.

Fuy at 1000 Rpm: 20 kg. Fxa at 1000 Rpm: 80 kg, Fa at 1000 Rpm: 60 kg. Output Torque Nm

Input Shaft Modifications: Rpm Reduction Ratio

Smaller Diameter, Mill Keyway/Flat, Shorten Shaft Length. Input| 10:1 | 12:1] 15:1 | 20:1 | 30:1 | 60:1 [120:1

Circlip Groove, Pin Hole. 3000] 38 | 40 42| 45| 50| 56| 38

2000 47 | 49| 53| 55| 61| 69 | 46

Testing in your application is necessary. 1000 61| 65| 67| 71| 73| 83| 55

You will need to assess duty cycles and confirm suitability with your own calculations. E gg ;g 131 132 13; 1?; }g? ;3

Allfigures listed are to be used for guidance only. Tool e o T 23 1120 153 | 66
50| 129 [ 133 | 137 [ 139 | 144 | 146 | 90
10| 160 | 160 | 160 | 164 | 164 | 164 90
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GEARBOXES

Precision Worm Wheel Drive
Crossed Roller Design

Available

(4) @10 Thru.

ﬂcL 130 - @50 H8
1 Keyway
0 + . + 14 JS9

(6) C'bore @6x10
M5x12 (130 PCD)

(4) C'bore @6x9
(©) (6} M5x14 (62 PCD)
° @1

160 © ® 5 Keyway
® 120, DIN 6885

T (4) M5 x 12
Li 1 504—L33 - (52 PCD)
P80-50A 50:1 3°42’ 1 1800 36 62% v <6’

Includes Adapter Plate for NEMA34

P80-STEP-ASSY MJT-40C-RD-12.7x15 Coupling and fixing screws

Material

Casing: Aluminum.

WormTeeth: Induction hardened. 50 HRC ground.

Wheel: Aluminum Bronze (<6 arc/min backlash).

Bearings: Output: Crossed rollers (Precision). Input: Tapered rollers.
Gearbox filled with grease.
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GEARBOXES N

Precision Worm Wheel Drive Drawiiig
) Available
Crossed Roller Design

P80

P80-STEP-ASSY

(4) M6 Thru.
(98.4 PCD)

Adaptor Coupling
0.3531b

v 1 v

Weight 19.511 Ib 0.708 Ib

P80-SERVO-ASSY

(4) M4x10
(98.4 PCD)

Weight 19.5111b  1.078Ib

Gearbox Torque Table

Load Capacity on output at 30 Rpm output speed

1000
500 Overhung Load
30 1013.1 — 250 = . -
100 856.22 > = =
300 693.99 - ; S
600 592.47 N e &8
900 526.53 - ] Thrust
1200 479.71 ouTPUT 1124 Ibf
1800 420.76
Thrust and overhang load at same

time would reduce the figures
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